
Product Number Properties/
Suitable for

Thickness Material 
expansion/
contraction 
(dilatation)

Joint gap 
tolerances

Key Features

5952
1,1 mm max. 3,30 mm max. 0,55 mm

 ■ Powder coated paints, 
metals, glass, sealed 
wood, acrylic, polycar-
bonate, ABS

5962
1,55 mm max. 4,65 mm max. 0,77 mm

 ■ Powder coated paints, 
metals, glass, sealed 
wood, acrylic, polycar-
bonate, ABS

4910
1,0 mm max. 1,00 mm max. 0,25 mm

 ■ Glass, acryl glass 
(PMMA), polycarbonate

4991
2,3 mm max. 6,90 mm max. 1,15 mm

 ■ Aluminum, stainless 
steel, galvanised steel, 
polycarbonate, ABS

GPH-
110GF

1,1 mm max. 3,30 mm max. 0,55 mm

 ■ Excellent temperature 
resistance when  bonding 
metal parts prior to heat 
cured paint processing

Powder-coated 

paints

Powder-coated 

paints

Transparent 

materials

Metals &  

plastics

High temperature

resistance

3M™ VHB™ Tape  
Universal Primer 
UV

 ■ Enables strong, durable 
bonds on surfaces like 
polypropylene, ABS, 
PET/PBT blends and  
other difficult to stick to 
substrates.

VHB™ 
Surface  
Cleaner

 ■ Prepares surfaces 
for bonding

 ■ Cleans surfaces  
to obtain optimum 
adhesion

Product Use
All statements, technical information, and recommendations contained in this document are based upon tests or experience that 3M believes are reliable. However, many factors beyond 3M’s control 
can affect the use and performance of a 3M product in a particular application, including the conditions under which the product is used and the time and environmental conditions in which the prod-
uct is expected to perform. Since these factors are uniquely within the user’s knowledge and control, it is essential that the user evaluates the 3M product to determine whether it is fit for a particular 
purpose and suitable for the user’s method or application. All questions of liability relating to this product are governed by the terms of the sale subject, where applicable, to the prevailing law.

3M™ VHB™ Tapes

A strong, fast  

and easy way to 

create durable, 

reliable bonds


